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— _ ) Spacing of Standards on 100 R/ streets or more shall be 120! maximum on Both sides and B
( : Mercury Vapor Luninaires to be used on 51% RAY and 60 R/ streets, at intersecting minor staggered. - , . . R . . T A :
streets shall be 250 Watt; series circuit, 646 ampa, I.E.S. Distribution Type 2, General Electric The contractor shiall be responsible fop ava(wsd*mg damage to property, e1j:her' public oF private, REV |DATE DESCRIPTION ) T BY APPR.
‘ /{/ Catalog #C706G043, Type M-250R oF approved equal. : ‘ an‘d;. in the event of any such damage‘, shali mafee satisfactory repair.? at his ouwn ::::pet.wsea : ‘ : - ;
: Mercury Vapor Lamps to be used on 519 R/W or 60" RM streets at intersecting minor streets, Underground conduit shall be rigid wrapped and shall meet ail requirements of the City of FALEN DS
Semie s /% 50 shall be 250 Watt, Colortene Hi-Output White, 12,000 Hours, Westinghouse Catalog #H37-5KC/AS, cp Las Ur..agas, !:ocat1o;1 of underground conduit shall be oeteﬁ"rzﬂ ned by F'te‘lgi Engincer, A minimun ' T . o
approved equal. of 1 inch diameter for single wire and 1-1/4 inch for 2-wire installiations shall be used when ‘ ﬁ@”{’#@ Sl e
STREET LIGHT SPECIFICATIONS Mercury -Vapor Luminaires to be used on 80' RAY streets and over, shall be 400 Yatt, series - applicable and at the discretion of the Field Engineer, Sch. 40 Rigid Non-metallic Conduit (PVC) A:(" ‘ O SIS
circuit, 6.6 amps, 1.EeS. Distribution Type 3; General Electric Catatog #c704G010 Type M-400 or approved equal, complying with Article 3%7 of the Hational Electric Code may be used for i € 774 7Z S N7
Seand o E11 5 . mounted with a 2% slip-fitter, or approved equal, : : underground apolications. v PR
. Stendards for 51 R/ and GOF RAY streets shall be Pacific Union Metal Co. Besign 5919-A or Mercury Vapor Lamps to be used or 80' RAY streets and over shall be 100 Watt, Colortone iii- The contracter shall furnish conplete service to transformers and control systens if required.
,;912-&:, or approved egual. There shail be at least one pole at cach intersection. Output White, 12,000 Hours, Westinghouse Catalog #H33-1-GLAY, o approved equal. : ' . The feed in Tocation is shown subject to availability of power at said Tocation when needed,
_ Standards for 80% R/W streets and over shall be Pacific Union Metal Co, Desion 5919-A op Foundations shall be constructed and located to line and grade as directed by the Field khen the alignment of the poles makes an angle exceeding 129307, a 7-gauge pole shall be useds LAV AR Sy el A 17744, /"?/ 17
5919-?, or approved equal, , Engineers - Standards used on 51 R/W and 607 R/ streets to be set within 37 utility easement back of O "-S,"’:,{ LAY /f:% ' /Vé) -’".',..//-'/!.f/
On 800 R/¥ streots there shail be 2 poles on diagoral corners. Base covers not to be placed before brealkout caps are placed and inspected, All materials property line, ' ‘ ) )
On 100¢ R/ sztree:tsothere shall be cne pole at each corner, used in underground wiring, in breakout caps, and under base coveps to be nspected before Standards used on 80! R/W streets and over to be set 18" back of curb,
t~l;ag'<;.linr "\!cinpgr ,:urx]i raires to be used on 51' R/W and 607 RA¢ streets, oxcept at intersections, installation, ‘ These specifications shall be superseded by any revised specifications in existence at the
,Z‘Cﬁimm? Z; i?;?évmciiﬁa‘;i reuit, 6.6 ampe, I.EoS. Biztribution Typa 3. Line Material Catalog Overhead wire shall be No. 6 MHD solid bare copper, : time of installation. ' ' DESIGNED TROJAN ENGINEERING INC. -
SR approved equal. ‘ Wire in mast arms and underground condui e Ho, 1.G. i 5 K.\ i a5 aci §§ cati ; ecti f Las L i ghtit igns SHEET !
be D:?'r:ctigét‘”""ﬁgfo"“?”‘?’i .1‘;? ge,_“sfd 9‘? 51 E"’w f“d 509 RM sep eats, except at: intersections, shall. 7/6‘4 inch minimun P.V.C, insugg;?on, it shall be tio. 8 AM.G. solid copper, 5 K. with ' apg::zi;?l Zﬁeg:’tgiz;oggrﬁ l;:ac?g&:ffccm ve on all City of Las Vegas Street Lighting Designs DRAWN £, LAS YEGAS NEVADA " ,;‘,
appro;eci eqx’aa?a rtone Hi-Dutput White; 12,000 t'?c;qrs, Hastinghouse Catalag IH39-22KC/M, or : Spacing of standards shall be 180 feet maximun on 51! RAY and 60' RAV streets on one side, Standards from shipment to be peceived completely wrapped and so kept through ereciion (to be A‘,Zx /}7 ; /4, o 77| OF o
, . Spacing of standards shali be 180 feet maximum on 807 RA! streets on both sides, staggered, removed by jnspectors approval). R CHECKED APPROVED X7 zéf gitiZle OATELZ. [l d
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