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NOTE;

INOTALL

BACKFL_OW
ENCLOSURE IN
ACCORDANCE W/
IRRIGATION

LEGEND AND
MANUFACTURER
RECOMMEND ATIONS.

REDUCED PRESOURE BACKA.OW
PREVENTION ASSEMBLY

12"
vP.

BRASS UNION
CONCRETE SLAB

BRASS NIPPLE (TYP)

A

12" X 12" X 12" CONCRETE
THRUST BLOCKS (TYP)

=1

ADAPT INLET AND OUTLET TO
MAINLINE (TYP)

5 BACKFLOW PREVENTER

Scale: NTS.

0180-

12" ROUND PLASTIC YALVE BOX

172" N TURF AREAS, 2° IN GROUND
COVER AREAS

QUICK COUPLING YALVE

PEA GRAVEL 8UMP 4" DEEP

24" LONG X I" ANGLE IRON
STAKE W/ 2 STAINLESS
STEEL BANDS

BRASS NIPFLE (12" MIND

BRASS STREET ELLS (TWO EACH)
BRASS NIPPLE (6" MIND

BRASS STREET ELL

PYC TEE OR ELL ON MAINLINE

9 QUICK COUPLER

Scale: NTS,

12" ROUND BOLT-DOUN VALYE
BOX. HEAT BRAND THE LETTERS
'DRIP FLUBH" ON COVER

FINISH GRADE

PYC FLEXIBLE HOBE:
172" DIAMETER: 3' MIN.
LENGTH: 8ALCO MODEL:
PYC-AR-25%D.

REDWOOD 2 X 4

¥_| CuBIC FOOT OF

3/4" CRUSHED GRAVEL.

173!
15)FLUSH OUT (DRIP_SYSTEM)

Scale: NTS,

o28\0-13

08e\0-03

VA

NOTE:

INSTALL CONTROLLER PER
MFG. PRINTED INSTRUCTIONS
4 PER LOCAL CODES.
EXACT LOCATION TO AP-
PROVED IN THE FIELD BY
OUNER'S REPRESENTATIVE.

PEDESTAL MOUNT CONTROLLER

PEDESTAL ENCLOSURE

COMMON WIRE / CONTROL WIRES

e

o

7

18" MiN.

g

74

DEPTH PER CODES

2

4

8'-2" MIN.

3

14

Y
"LJJ

~

4" MIN. (ALL SIDES) W/ /4"
RADIUS ® TOP EDGE

l—-FereH GRADE

ANCHOR BOLTS

4502 PSl, TYPE Vv
CONCRETE

3" PvC SUEEP ELL

UF DIRECT BURIAL WIRE

TO YALVES

120 vOLT WIRE IN CONDUIT

PER MFR
RECOMMEND ATIONS

PEDESTAL CONTROLLER

PROVIDE GROUNDING

120 vOLT WIRE PER LOCAL CODES
NO. 4 COPFER GROUND, 35' LONG

Scale: NTS.

Q2%0-22

FIELD SATELLITE CR

cCcu ASSEMBLY.

SOLID BARE COPPER

WIRE ("2 AlG) FROM
GROUNDING ROD TO
SATELLITECOR CCU.
MAKE WIRE AS SHORT
AND STRAIGHT AS
POSSIBLE.

PR LS emmls TR Tags

BARE COPPER WIRE

8'-2" MIN

GROUND ROD LAYOUT

8'-2" MIN.

"2 Aua)

B/8" x 8" COFPER CLAD
GROUNDING ROD.

COVER GROUNDING ROD
WITH Y2 PRE-CAST
CONCRETE BOX WITH
STEEL COVER

%" x 8' COPPER CLAD
GROUN

DING ROD. INSTALL

RODS IN SOIL IN A
TRIANGULAR PATTERN
SPACED A MIN. OF &'
APART FROM EACH
OTHER GROUNDING GRID
TO HAVE A RESISTANCE
OF TEN (12) OHIMS OR
LESS.

CONTROLLER GROUNDING

.
NOTE®. 12 GA. GALVANIZED WIRE TIES WITH
1) LOOSEN WIRE 112 GARDEN HOSE AT TRUNK.

TIES AS TREE

GROUS.

3* DIAMETER WOOD STAKES
CUT OFF TOP
OF STAKE BELOW LOUEST BRANCH.

ROOTBALL. ET TOP OF ROOTBALL
FLUSH WITH OR SLIGHTLY ABOVE
FINISH GRADE, PLACE ON
UNDISTURBED SOIL.

2" DEEP ROCK MULCH PER PLANS
IRRIGATION DO NOT ALLOW TO TOUCH TRUNK.
WELL IF
NEEDED.
PLANTER MiX
B R SE S
i B A NN
A
TERAARAARAR
n=?\_//;\/g\\{/:\/

3 TIMES ROOT BALL WIDTH
A—5 TIMES ROOT BALL WIDTH

3 TREE PLANTING ON GRADE

Scale: NTS.

FINISH GRADE

BARE COPFPER WIRE
("2 AlG) BETWEEN
GROUND ING RODS.

COVER GROUNDING
ROD WITH "2
PRE-CAST
CONCRETE 80X
WITH STEEL COVER

—FIELD SATELLITE OR
CCU ASBEMBLY.

BRASS WIRE CLAMP.
USE SEPERATE
CLAMP FOR EACH
WIRE.

%" x o' COPFER
CLAD GROUNDING

ROD. INSTALL RODS
IN &Il IN A
TRIANGUL AR
PATTERN SPACED A
MIN. OF 8' APART
FROM BEACH OTHER.
GROUNDING GRID
TO HAVE A
RESISTANCE OF TEN
(12) OHMS OR LESS.

GROUND ROD ASSEMBLY

Scale: NTS.

DRIP_EMITTER
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2810-13

SHRUB/TREE

DRIP EMITTER, ANCHOR IN PLACE
172" ABOVE ROCK MULCH AT EDGE
OF ROOT BALL.

USE BLACK COLOR SCH. 40 MALE
ADAPTERS.

AT Tl V=T
U=
ST

NN T=1=

STAKE PER LEGEND

V4* ALEXIBLE PYC TUBING WITH
EMITTER (&' MAX LENGTH).

ROOT BALL

Scale: NTS.

o28i0-14

SHRUB OR TREE CANOPY

CENTER OF SHRUB OR TREE

ROOT BALL OF SHRUB
OR TREE

DRIP EMITTERS (TYR)

NOTES:

D THIS 18 A SUGGESTED EMITTER LAYOUT
PLAN. ACTUAL LAYTOUT MAY VARY
DEPFPENDING ON SURROUND ING FEATURES. THE
INTENT 18 TO PROVIDE WATER FOR RUTURE
ROOT GROWTH.

2) BEGIN PLACEMENT OF EMITTERS ADJACENT
TO ROOT BALL OF PLANT AND WORK
OUTWARD IN ALL DIRECTIONS UNTIL THE
REQUIRED NUMBER OF EMITTERS FPER PLANT
15 OBTAINED.

13 DRIP EMITTER LAYOUT

Scale: NTS.

ep-%

D1%00-03

2" DEEP
IRRIGATION
WELL IF
NEEDED.

TLIRZ

RN

R R
NN S
IFi=l==lz === 1= 1F=1

D

R
)
,\\//\\//\\/
NN

N
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3 TIMES ROOT BALL WIDTH
5 TIMES ROOT BALL WIDTH

2 SHRUB PLANTING ON GRADE

SHRUB PER PLLAN

- ROOTBALL. 8ET TOP
OF ROOTBALL FLUSH
WITH OR SLIGHTLY
ABOVE FINISH GRADE,
PLACE ON
UNDISTURBED S0IL.

- BARK MULCH PER
PLANS DO NOT ALLOW —
TO TOUCH TRUNKC

- PLANTER MiX

- UNDISTURBED NATIVE
fi=it SOl TO HAVE SLOPING,
ROUGH SIDES.

CURB OR SIDEWALK (WHERE
OCCURS)

rROCK MULCH

— PRE-EMERGENT HERBICIDE -
ABOYE AND BELOW BARK
MULCH

—COMPACT SUBGRADE TO 85%
UNDER BARK

—BLOCK WALL
CONDITION-
WHERE OCCURS

’
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NOTE:

INSTALL A 2" LAYER OF /12" SCREENED DIAMETER
ROCK MULCH IN ALL PLANTERS AND UNDER ALL TREES
AND SHRUBS. DO NOT LET MULCH TOUCH THE TRUNK OF
ANY PLANT. BEFORE PLACING MULCH, AFPLY A
PRE-EMERGENT HERBICIDE TO SOIL, AFTER PLACING
MULCH, APPLY A SECOND AFPPLICATION OF
PRE-EMERGENT TO TOP OF MULCH.

1 ROCK MULCH DETAIL

Scale: NTS.
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AT IRRIGATION LINE
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li=lh

TP ONTIROL WIRE
NOTE:

b
2 Ao
|

FINISH GRADE

NATIVE 80IL., NO PARTICLE
SIZE OVER 112" DIAMETER

2" OF 8AND OR ROCK
FREE 50IL. AROUND ALL

SLEEVES.

PYC 6CH, 40 WIRE CHASE (WC)

SLEEVE ALL PIPE AND WIRES
UNDER WALKS, DRIVEWAYS,
STRUCTURES, WALLS, KTC.

02%02-05 Scale: NTS, 02%00-01

FINISH GRADE

SIZE OVER 12" DIAMETER

\5/\\;@;/\\;/\\;/\\;/\\ A SOIL AROUND ALL PIPE.
. NV
& R R R R YRR
R,
IR 2" OF 8AND OR ROCK FREE
- NSONININA D T SOIL AROUND ALL PIPE.
WY ASHI
R - S]]
RO A//zg“; LATERAL LINE
e T
11 =l
1= s SNHIE
TR KEN MANLINE
fl= 2 =ll:
Iﬁﬂ, : aﬂ;ﬁl
=L R
_l_l_'l—? / “l-llé-l-él UF DIRECT BURIAL SOLID
LR T COPPER CONTROL WIRE,
I Tg ROUTE WITH MANLINE, TAPE
=1 AND BUNDLE # 22'
INTERVALS,
NOTE:

PIFPE UNDER WALKS, DRIVEWAYS,
STRUCTURES, ETC. ARE TO BE
SLEEVED.

7 SLEEVE SECTION

Scals: NTS,

6 TRENCH SECTION

028010-10 Scale: NTS, 22810-1

TAPE ¢ BUNDLE
CONTROL WIRE »
20' ©/C (TYP)

ADAPT TO
ELUSH VALVE LATERAL LINE
(TYP) PER PRESSURE
PLAN ® END OF REGULATOR VALVE
—~ LiNE SCREEN MESH FILTER
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SENEENEE N NN

-
\
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-
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e
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A

PVvC MAINLINE

1"/3.4" FLEXIBLE

_@\ SCHEDULE
—— REMOTE
CONTROL VALVE

FER PLAN
(LOCATE AWAY

\ FROM VIEW)
— V4" FLEXIBLE

TUBING TO
PLANTS

(FPER LEGEND?)
MOUNT HORIZONTAL
TO GROUND PLANE
(SHOUN
FPERFENDICULAR
FOR CLARITY ONLY)
CARSON OR EQUAL
CONCRETE vALVE
BOX METAL LOCKING
LD

VALVE ID TAG

PYC (IF8) 72" ABOVE FINISHED
TUBING &' oC. GRADE

MAX, ‘—FINISH GRADE
EMITTER (TYFP.)

QTY. PER - - S

i

i 'I'i' 'SNAP TITE'
iy CONNECTORS ¢
il EXPANSICIN COILS,

prd
E |
T a1
3 1
] / N
15 WRAFPS ARCUND

yn: =
] Tk 12" PIPE (TYP.)
"E,\l ELECTRIC VALVE
L)

12 )
i

<
|

i

‘all

y Il | ‘ (PER LEGEND)

PvC BALL VALVE
| SCH. 82 PvC ELL
YALVE BOX
EXTENSIONS AS
NEEDED
SCH. 82 PvC NIPPLE
- REDWUOOD 2 X 4
f=——x=-<-CONTROL ¢ COMMON
WIRES TO
CONTROLLER

4" DEEP PEA
N\ GRAVEL
MAINLINE WITH &CH.
82 PvC TEE OR ELL
CONTROL ¢ COMMON

WIRE TO OTHER
YALVES

-
i

12 LYP_LATERAL / EMITTER ROUTING

Scale: NTS.

11 )DRIP VALVE ASSEMBLY

22e0-13 Scale: NTS. 2810-13
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