(@B CONNECTION NOTE: \

ONE OR MORE SEGMENTS OF THE DOWNSTREANM .
SEWER SYSTEM THAT WILL 'SERVE

THIS PROJECT HAS NOT BEEN

COMPLETED AND/OR ACCEPTED FOR
MAINTENANCE BY THE CITY OF LAS VEGAS

GLENMERE NO. 1 — BY LEWMS HOMES / GLENMERE NO. 1 — BY LEMIS HOMES

S / »‘i‘a, ANY WORK DONE ON THIS PROJECT PRIOR
0°7, TO THE COMPLETION AND/OR ACCEPTANCE
& OF THE DOWNSTREAM SEWER
s SYSTEM(S) SHALL BE DONE AT THE

DEVELOPER'S OWN RISK. THE CITY

OF LAS VEGAS RESERVES THE RIGHT

TO PREVENT THE PHYSICAL

CONNECTION OF THIS PROJECT INTO THE

DOWNSTREAM SEWER SYSTEM UNTIL

ALL SEGMENTS HAVE BEEN COMPLETED

AND ACCEPTED FOR MAINTENANCE, OR
UNTIL SUCH TIME AS THEY

\&FE DEEMED AVAILABLE FOR SERVICE. /
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1. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE CITY OF LAS VEGAS FIRE i A L 8" 221/2" BENDS
DEPARTMENT "HYDRANT SPECIFICATIONS,” "HYDRANT INSTALLATION SPECIFICATIONS” & 1 1/4 BENDS— | 7] I
AND ORDINANCE #3944. %z& Q [
2. AUTHORIZED HYDRANTS FOR THIS PROJECT ARE: e >
A. KENNEDY GUARDIAN 6+37.43 'u: .
B. MUELLER A—423 CENTURIAN ST. LT. S - 55
3 . : -
C. CLOW MODEL 2546 MEDALLION N 4 1/4= conpurt /'E = | % e
3. ON ANY NEW HOME OR BUILDING INSTALLATION, ACCESSIBLE FIRE HYDRANTS SHALL BE 6+59.90)| |7 | |»
INSTALLED BEFORE COMBUSTIBLE CONSTRUCTION COMMENCES AND SAID FIRE HYDRANTS PoB. Il 1* | 4|8
SHALL BE IN GOOD WORKING ORDER WITH AN ADEQUATE WATER SUPPLY. 45 a3
- g |
4. CONTRATOR SHALL PLACE A BLUE REFLECTIVE MARKER AT CENTER LINE OF STREET ADJACENT d1E 18] 4 ov .
TO FIRE HYDRANT AS REQUIRED IN ORDINANCE #3944 TO IDENTIFY THE FIRE HYDRANT LOCATIONS. B a e e
5. CALL THE LAS VEGAS FIRE DEPARTMENT AT 229-2071 FOR UNDERGROUND INSPECTION, PRESSURE S A4 - 54
AND FLUSH VERIFICATION OF ALL FIRE HYDRANTS AND FIRE LINES BEFORE COVERING. 7+::-42 4 '
L9 -n. .
6. PAINTING OF THE CURBS AND HYDRANTS AND ANY WORK NECESSARY FOR PROTECTION OF (17
HYDRANTS FROM PHYSICAL DAMAGE PER ORDINANCE #3944 SHALL BE COMPLETED BEFORE .
APPROVAL BY THE CITY OF LAS VEGAS FIRE DEPARTMENT. PO
107.06.LF. ~ 6" P.V.C. WATER 3%
7. A PERMIT IS REQUIRED FROM THE FIRE DEPARTMENT FOR ON—SITE WATER LINE AND FIRE ~ - < =
HYDRANT. THE PERMIT AND CONTRACTOR'S MATERIAL AND TEST CERTIFICATE FOR M2 6OV — | | 19 I'S)
UNDERGROUND PIPING FORM SHALL BE OBTAINED FROM THE FIRE PROTECTION ENGINEER S.V.R.E. METES & BOUNDS 104.46 LF — 8" PyL SEWE o\ § o 53 19
1434.B8
PRIOR TO ANY WORK BEGINNING. LNE DRECTON | DISTANGE i sups | IN| 9 S
8 P YD SH p AD. L1 N3151°04 57.04° ' I i -
RIVATE FIRE HYDRANTS SHALL BE PAINTED READ I e T o ! 245758 S
9. A FLOW TEST MUST BE WITNESSED BY THE FIRE DEPARTMENT PRIOR TO OCCUPANCY FOR L3 ';37108,43.3 423%, &SRS : . O,
VERIFICATION OF REQUIRED ON—SITE WATER SUPPLY. ut . o] 1 INSTALL 3 1/2" PULLBOX =
L6 N413555°W 9.96' INSTALL 6" D—3 ST. oy
_ A » 74+96.27 Y
10" STUB & CAP & 2° 10. ALL ON—SITE FIRE MAIN MATERIALS MUST BE UL LISTED AND A.W.W.A. APPROVED. 5 Ny SIGNS & R1-1 (30°) ;T LZ‘T o | 52
BLOWOFF ASSEMBLY (TYP.) 11. FIRE HYDRANT SPACING: L8 NOG'OC'00"E | 29.65' P =k =
STUB & CAP . ' L9 N84'00"14"W 77.68° 163 _8+2492 ¢ | M i
\ RESIDNETIAL — 500 FEET UNSPRINKLERED, 1,000 FEET SPRINKLERED. l—gﬂ NNo%éo‘g,ggfvs ggg; P.0B. | g:" 1
( CLV SEWER NOTES COMMERCIAL, INCLUDING MULTI—FAMILY — 300 FEET UNSPRINKLERED, 600 FEET SPRINKLERED. o e oo =
oz 474 I¥ > ¥ I
12. WHERE NEW WATER MAINS ARE EXTENDED ALONG STREETS, WHERE HYDRANTS ARE NOT =2 R i| | 9P |
1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE LATEST EDITION NEEDED FOR PROTECTION OF STRUCTURES, FIRE HYDRANTS SHALL BE SPACED AT MAXIMUM I15 N38°01'54 65.61° GLEIV ! 3)]
OF THE DESIGN AND CONSTRUCTION STANDARDS FOR WASTEWATER COLLECTION SYSTEMS 1,000 FOOT SPACING TO PROVIDE FOR TRANSPORTATION HAZARDS. L16 N28'5142°E | 55.41° MER 1.1 51 o
AND THE UNIFORM STANDARD SPECIFICATIONS FOR PUBLIC WORKS' CONSTRUCTION OFFSITE 28 N652359°W | 20.58 £ N, i | =d N
IMPROVEMENTS, CLARK COUNTY AREA, NEVADA AS AMENDED. IN ALL CASES THESE 13. NO FIRE HYDRANT SHALL BE LOCATED WITHIN THE REQUIRED RADIUS OF A CUL—DE—SAC OR L29 N7449°00°W | 29.71 0] 3 | | = o
STANDARDS SHALL SUPERSEDE THE UNIFORM STANDARD SPECIFICATIONS. IT WILL BE THE WITHIN 20 FEET OF THE PERIMETER OF THE RADIUS OF THE CUL—DE—SAC. = 8y 1BE 3 o
SPECIFIGATION. BOOKs, -~ TACTOR TO BE AWARE OF THE CONTENTS OF THE ABOVE 14. NO FIRE HYDRANT SHALL BE LOCATED WITHIN 6 FEET OF ANY CURB RETURN, DRIVEWAY, POWER CURVE SoDls, LN TAHGENT 2. Lg; Ws { :
: POLE, STREET LIGHT OR ANY OTHER OBSTRUCTION c2 20:00' 28:68’ 17.43" 82'08’54' HOME | m
2. 1T SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO PERFORM CONSTRUCTION AS PER 15. TWO SOURCES OF SUPPLY ARE REQUIRED WHENEVER THERE ARE 4 OR MORE FIRE HYDRANTS & 239750, Tl LA Qoor1e, S | Q 50 :
PLANS. ANY ADDITIONS, DELETIONS OR CHANGES SHALL FIRST MEET WITH THE APPROVAL INSTALLED ON A SINGLE SYSTEM. <« 52000, Gt 1228, e z —r1
s . . » k
OF THE CONTROLLING AGENCY. c6 20.00" 34.82° 23.75 99°44°58" 11/47 CONDUIT } R
16. NOT MORE THAN 2 HYDRANTS CAN BE OUT OF SERVICE DUE TO A SINGLE MAIN BREAK. c7 1542.00° 52.02° 26.01° 0155'59" | !
3. CHISEL "S" OR "G" IN CURBS WHERE SERWER OR GAS LATERALS PASS UNDER THE CURB. c8 20.00" 25.22' 14.60 7215'46" | °
17. FIRE APPARATUS ACCESS ROADS SHALL HAVE AN UNOBSTRUCTED WIDTH OF NOT LESS THAN c9 1503.00° 38.35" 19.18' 0127437 1. i1l
4. POLYVINYL (PVC) SEWER PIPE SHALL MEET ASTM D—3034 SDR 35 SPECIFICATION. 20 FEET PROVIDED NO PARKING IS ALLOWED. NOT LESS THAN 28 FEET IF PARALLEL PARKING IS ¢10 20.00 33.62 22.35 96118 37 IR L
INSTALLED WITH SAND BEDDING AND BACKFILL OF TYPE Il GRAVEL. ALLOWED ON ONE SIDE, AND NOT LESS THAN 36 FEET IF PARALLEL PARKING IS ALLOWED ON 1l ES 7]
BOTH SIDES. VERTICAL CLEARANCE SHALL BE NOT LESS THAN 13 FEET 6 INCHES. s 118 49
: JE | B I
5. ALL MANHOLES IN PAVED STREETS 80" R/W AND LARGER, SHALL HAVE CONCRETE COLLARS. 18. THE TURNING RADIUS FOR ANY FIRE APPARATUS ACCESS ROAD AND/OR FIRE LANE, PUBLIC OR 800 I la | |2 :
S oceD pa - SIZE. CONNECTIONS TO 157 OR LARGER MAINS SHALL REQUIRE SPECIAL 19. A FIRE APPARATUS ROAD SHALL BE REQUIRED WHEN ANY PORTION OF AN EXTERIOR WALL OF APPROVALS if o |]=
PROCEDURES. THE FIRST STORY IS LOCATED MORE THAN 150 FEET FROM A FIRE DEPARTMENT VEHICLE 194108 g | [
. , 2. . . ) b}
7. A SEWER MAIN CROSSING OVER A WATER MAIN OR LESS THAN 18" UNDER A WATER MAIN ACCESS. (SEE EXCEPTIONS IN UFC 94, SECTION 902.2) é L/W\ I :
MUST BE REINFORCED CONCRETE ENCASED FOR A DISTANCE NOT LESS THAN TEN FEET 20. ALL DEAD END FIRE APPARATUS ACCESS ROADS AND/OR FIRE LANES, PUBLIC OR PRIVATE IN e 8.27-17 IRERE 48
(10°) TO EACH SIDE OF THE CENTERLINE OF THE WATER MAIN. EXCESS OF 150 FEET IN LENGTH SHALL BE PROVED WITH AN APPROVED TURN AROUND AREA o F ﬂ@ VEGAS — FIRE MARSHALL DATE gl | 2
SEE ORDINANCE #3944. al | bl
8. ALL CONTRACTORS INSTALLING SEWER MAINS THAT WILL BE UNDER THE JUSISDICTION . . n
OF THE CONTROLLING AGENCY MUST BE CLASS "A” CONTRACTORS. 21. ACCESS ROADS SHALL BE MARKED BY PLACING APPROVED SIGNS AT THE START OF THE 9 /é 7‘7- T g"x6" TEE
DESIGNATED FIRE LANE. ONE SIGN AT THE END OF THE FIRE LANE AND WITH SIGNS AT INTERVALS LAS VEGAS VALLEY WATER PISTRICT DATE 10+55.33 j T e cv.
9. THE CITY OF LAS VEGAS WILL NOT ACCEPT ANY SEWER MAINS WHICH HAVE A VERTICAL OF 100 FET ALONG ALL DESIGNATED FIRE LANES. SIGNS TO BE PLACED ON BOTH SIDES TO BE F.H. B
DEFLECTION OF MORE THAN ONE TENTH (0.10) OF A FOOT FROM THE APPROVED INSTALLED NO HIGHER THAN 10 FEET OR LESS THAN 6 FEET FROM ROADWAY LEVEL. THE T T
CONSTRUCTION PLANS. SEWER MAINS FOUND TO EXCEED THIS TOLERANCE WILL HAVE TO BE CURB ALONG OR ON THE PAVEMENT OR CEMENT IF CURB IS NOT PRESENT, SHALL BE PAINTED THIS APPROVAL IS FOR THE PLACEMENT AND CLEARANCE
N REMOVED AND REPALCED TO THE SATISFACTION OF THE CITY ENGINEER PRIOR TO APPROVAL WITH A RED WEATHER RESISTANT PAINT IN ADDITION TO THE SIGNS. OF STREET LIGHT AND SIGNAL LIGHT INSTALLATION ONLY STUB & CAP 10° STUB & CAP & 2°
: BLOWOFF ASSEMBLY (TYP.)
e BY THE CITY. 22. ELECTRICALLY CONTROLLED ACCESS GATES SHALL BE PROVIDED WITH AN APPROVED [ '
3 EMERGENCY VEHICLE DETECTOR/RECEIVER SYSTEM. SAID SYSTEM SHALL BE INSTALLED IN X/ . 39' WIDE PUBLIC UTILITY EASEMENT
+w— | 10. INSTALLATION OF CURVED SEWER REQUIRES SPECIAL CONSTRUCTION PROCEDURES AND ACCORDANCE WITH THE CITY OF LAS VEGAS GUIDLELINES FOR AUTOMATIC EMERGENCY 1 AND CLV SEWER
la INSPECTIONS. CONTACT CITY OF LAS VEGAS CONSTRUCTION SERVICES PRIOR TO INSTALLATloy VEHICLE ACCESS GATES. J 7DA MH #11
e
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7310 SMOKE RANCH ROAD, SUITE T, LAS VEGAS, NV. 89128, (702) 255—-6242

ENGINEERING @ PLANNING e SURVEYING

DeLUNA, INC.

J

UTILITY PLAN I

LEWIS HOMES OF NEVADA
GLENMERE NO. 2 — BY LEWIS HOMES
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