UNDERGROUND UTLITY NOTES CLV GENERAL NOTES CLV FIRE NOTES LAS VEGAS VALLEY WATER CLV TRAFFIC NOTES |
CONTRACTUR SHALL EXPOSE AND VERIFY PIPE MATERIAL, UNE SiZE, LOCATION AND ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE Oy OF LAS D'STR'CT ST Am ARD NOTES 1. ALL "ONSTRUCTION SIGHING, BARRICADING AMD TRAFFIC DELNEATION
ELEVATION OF EXISTING UTHITIES, INCLUDING SANITARY SEWE ORM CRAINS, UMIFORM STSHDARD SPECIFICATIONS FOR SUBLIC WORKS CONSTRUCTION VEGAS FIRE DEPARTMENT “HYORANT SPECIFICATIONS”. "HiDEANT (1 STALLATION SH L CONFOPM T THE CHEVADA WORK ZONE TRAFFIC CONTROL HANDBOOK®, |
WATER HES AND STREET LIGHT CONDUIT AT ALL TIE-INS AND CROSSINGS PRIOR OFF~ SITE IMPROVEMENTS, CLARK COUNTY AREA NEVADA' LATEST (SSUE, THE SEECIFICATIONS”, AND ORDINANCE 7D, 3994, , L LA ST EDITION, AND TG THE "WMANUAL ON  UNIFGRM TRAFFIC CONTROL g
70 CONSTRUCTING MNEW FACIITIES. IN CASE OF ANY CONFLLT, THE CONTRACTOR "UNIFORM STENDARD DRAWNGS FOR PUBLIC WORKS CONSTRUCTION, CLARK Fo M WORK SHALL BEGIN UNTIL THE WATER BLANS HAVE BEEN RELEASEC FOR DF VICE EDITION. ‘
SHALL IMMEDIATELY NOTIFY THE OWNER BEFORE PROCEEDING. COUNT AQEA NEVADA" [ ATEST £0ITION: AND OTHER APPUCABLE APPROVED AUTHORIZED HYDRANTS FOR THIS PEOE: JNSTRUCTION By THE (VWD FLLLOWING WATER PLAN APPRUVAL,
STANDARDS [SSUED 87 THE CONTROLLING AGENCr. THE UNIFORW BUILDING ('; Tr—EIGHT (48) HOUR NOTICE SHALL BE GIVEN 70 THE LVWAD 2. THE S CONTRACTOR SHALL OBTAIN STREET MAMES AND BLOCK
STOPM AND SANITAR) SEWER FIPE, MANHOLES. CLEANOUTS. ETC. SHALL BE CODE: 4ND AL CITY CODES AND ORDINANCES APSLICABLE, EXCEPT AS KENNED 7 GUARDI 81 COMMUNICATION SUPPORT CENTER [Z58~ 71711 PRIOR TO THE START & NUMBERING FROM THE PLANNING DEFARTMENT PRICR 10 CONSTRUCTION,
ONSTRUCTED IN ACCCROANCE WITH THE APPROPRIATE STANDARD DETAILS. NOTED ON THIS SHEET 45 "DEVIATIONS FROM STANDARDS. MUELLER G—423 JENTURION COWSTIRUCTION.  NOTICE MUST BE GIVEW 8Y 2:00 .M. THE BUSINESS DAY PRIOR
- =~ CLOW MODEL 2548 MEDALLION TO 4 LVVMED INSPECTION. 3 BEFORE ANY WOPK (S STARTED iN ThE BIGHT- 07 - ITRACTOR Z
CONTRACTOR SHALL PLACE 27x 3° WOOD STAKES AT ENDS OF ALL STORM, THE EXISTENCE AND LOCATION OF ANY CVERHEAD OF UMDERGROUND o SHALL INSTALL ALL ADVANCE WARNING SIGNS FOR T NSTRUCTION ZONE. b
SANITARY AND WATER UNES STUBBED OUT FOR Fumﬁ‘r CONNECTION By OTHERS. UTIUTY UNES, PIPES OR STRUCTURES SHOWN ON THESE SLANS ARE ON ANY NEW HOME O STALLATION, 40CESSISLE FIRE 2. ALL WURK SHALL CONFORM TG LYWL STANDARD PLATES, DRAMINGS AND THE CONTRACTOR SHALL INSTALL TEMPORARY STOP SIGNS AT Ail NEW STREET s
STAKE SRALL BF OF SUFFICIENT LENGTH TO EXTEND | GF PIPE T4 187 HOOF THE AYANABLE RECORDS. EXISTING LTILTIES 4S5 SHOW HYTRANTS SHALL 8F N [ BEFORE mwmwu smu ' SPECIFICATIONS. AND THE LUINIFORM DESIGH AND CONSTRUCTION STAMDARDS ENCRCATHMENTS INTO EXISTING T STREETS WHERE WARRANTED &
SAOVE TN SH SURFACE GRADE AND SHALL BE COLOR CODED. {ELLOW FOR STORM, LAT VEGAS PLAMNS LBRARY ARE APPRUXIMATE AND FOR RECORD COMMENCES AND SAIC FIRE HYDRANTS SHALL BE ‘N GOCL WORKING ORDER FOF WATER DISTRIBUTION SYSTEMS (UDALS), LATEST ELITION. IMMECUATEL Y 4FTEF FIRST GRADING WORK 15 ACCOMPUSHED, AND SHALL |
FED FOP SANITARY, AMD GREEN FOR WATER). CTLTIES ARE LOCATED ON PLANS ONLY FOR THE WITH AN ADEQUATE WATER SUPPLY. - . . _ 3 _ MAINTAIN SAID SIGNS UNTIL PERMANENT SIGNS ARE INSTALLED. |
L SERVCE UTILTIES TG EXISTING BUILDINGS SHALL END' 5 FROM THE SUILDING, THE COMTRACTOR SALL. AT HIS OWN E"z.’PENSE, NTRACTOR SHALL PLACE A BLUE REFLFCTIVE MARKER AT CENTERUNE OF ‘?" HE N ACCORDANCE WITH THE MOST CURRENT DRAFT OF EDITION O e 4. WHEN & DESICNATED “SAFE ROUTE TO SCHOOL™ (5 ENCROACHED UPON BY A
ATGACENT TO THE PLANNED SERVICE POINT. STUB ENDS FOF WATEP AND SEWER IDEFGROUND AND OVERHEAD INTERFERENCES WHICH MAY EET ADJACENT TO FIRE HYDRANT AS REQUIRED (M OPDINANCE 4. 3944 TC SNIFORM_STANDARD SPECIFICATIONS FOR BUBLIC WORKS CONSTRUCTION CONSTRUCTION WORK ZONE AND PUBLIL WORKS STAFF IDENTIFIES 4 NEED FOR
CONNECTION SHALL BE MARKED ARPROPRIATELY WITH A WODD STAKE AND OTHER TON DURING CONSTRUZ TION AND SHALL TAKE 400 NTIFY FIRE HYDRANT LOCATIONS. OFF—-SITE IMPROVEMENTS, CLARK COUNTY AREA, NEVADA. STUDENTS TO BE ~>5*:. IN THE SAFE CROSSING THROUGH THAT WORK ZONE, i
CTUTES S=ALL END N 4 SERVICE PULL BOX. UTIONS TO AVOID DAMAGE TC SAME  THE CONTRACTOR o _ o o THE L.uwrm TOF SHALL BE REQUIRED TC PROVIDE A JUALFIED "CROSSING f
E CAUTION WHEN WORKING NEAR OVERHEAD UTILITIES SO AS CONTRACTOR SHALL CALL THE LAS VECAS BUILDING DEPARTMENT AT 4. A SINGLE PIPE MATERIAL SHALL BE USED THROUGHOUT THE PROJELCT. JNLESS GUARD™ THE G APD SHALL BE PRESEMT FOR THE FULL DURATION OF TIME THAT
P CH EXCAVATION, BACKFILL AND BECOING FOR STORM DPAINS. SANITARY T AL PERSONNEL AND. EQUIPMENT, AND SHALL BE 229-2077 FOR UNDERGROUND INS N, PRESSURE AND FLUSH /ERIFICATION OTHERWISE APPROVED BY THE LVVAD. CHILDREN ARE LKELY TO 8F PRESENT.
5 UTIUTY UNES SHALL CONFORM TG THE AGENS« REGUIREMENTS AND LU COST AND UABILTY IN CONNECTION THEREWITH. OF ALL FIRE HYDRANTS 4ND FIRE UNES BEFORE BALKFILLNG. } o o o N
SIPE MANUEACTURERS SECOMMENDATIONS. NO JETTING WILL SE ALLOWED WITHOUT 5 AL SERVICE CATERALS TWCHINCHES (27) IN DIAMETER AND SMALLER SHALL BE 5. IF THE MPROVEMENTS NECESSITATE THE OBUTERATION, TEMPORARY
PRIOR APEROVAL SHALL TAKE ALL PRECALTIONARY MEASURES NECESSARY PANTING OF CURBS AND RYDRANT D ANY WORK NECESSARY FOP CUPPER TUBING WITH LYWL APPRUVED SERVICE SADDLES. OBSTRUCTION, TEMPORARY REMOVAL OR RELD i OF ANY EXISTING
TECT G UTLTY UNES, STRUCTURES AND STREET IMPROVEMENTS FROTECTION OF HYDRANTS FROM PR SICAL DAMAGE, FER ORDINANCE NO. 3944, X _ e - ) ) . R TRAFFIC EAVEMENT MARKING, SUCH P4 /TMt‘\" MARKING SHALL BE RESTORED
Al TRENCHES AND EXCAVATIONS SHALL BE CONSTRUCTED iN STRICT COMPLANCE WHICH ARE TO REMAIN IN CLACE FROM DAMAGE. AND 411 SUCH MPROVEMENTS SHALL BE COMPLETED BEFORE APPSO VAL BY THE C/TY OF LAS VEZAS FIRE 6. ALL WATER METER BOXES SHALL BE LOCATED OUTSIDE GF DRIVEWAY APEAS. OR REPLACEL WITH UKE MATERIALS TO THE SATISFACTION OF THE CITY TRAFFIT X
WTH APFLICABLE AGENCY REQUIREMENTS AND OTHER SAFET ORDINANCES WHICH OF STRUCTURES DAMAGED BY THE CONTRACTOR'S OPERATIONS SHALL BE DECAR TMENT. . S D , o - ENGINEER. ‘
MAY ACBL- CONTRACTOR SHALL BEAR FULL RESPONSIBLTY FOR TRENCH SHORING BEFAIRED Off REPLACED SATISFACTORY TO THE CiTY ENGINEER AND OWNING Jo ALL VALVES SHALL BE LCCATEL GUTSIDE OF DRIVEWAYS, GUTTERS, (UBS -
OESIGN AND INSTALLATION IF NECESSARY. UTILTY COMEANY 4T THE EXPENSE OF THE CONTRAZTOR. 4 PERMIT IS REQUIRED FROM THE F.RE DEPARTMENT FOR ON-SITE WATER AND VALLEY GUTTERS. £  THE CONTRACTOR SHALL BE RESPONSIBLE FUR PROVIDING AND INSTALLING "
LNES AND FIRE HYDRANTS. THE PERMIT AND CONTRACTOR'S MATERIAL AND e I . o o ALL PERMANENT SIGHS SHOWN ON THE PLAMS. STREET NAME SIGHS SHA_L <
CIEARANCE BETWEEN WATER LIIES AND SANITARY SEWERS SHALL BE IN ALL CONSTRUCTION SHALL BE AS SHOWN ON THESE PLANS.  ANY REVISIONS TEST CERTIFICATE FOF UNDERGROUND PIPING FORM SHALL BE OBTAINED FROM 8 ThE FOLLOWING REQUIREMENTS MUST BE MET ‘}* THE EVENT A WATER NE CONFORM N THE/S ENTIRETY T0 TURBENT ZITY STANDARDS. ALL OTHER SIGNS -
LICORDANCE WITH CLARK DOUNTY HEALTH DISTRICT FEQUREMENTS SHALL HAVE THE FRIOR WRITTEN APPROVAL OF THE CITy ENGINEER. THE FIRE PRCTECTION ENGINEER PRIOF TO ANY WORK BEGINNING. AND 4 SANITARY SEWER OR STORM SEWER UNE CROSS: SHALL GE STANDARD SIZE UNLESS OTUERWISE SPECIED ON THE CLANS, ALL l >
MM Eie o . SIGM FCSTS SHALL 8F INSTALLED iN ACCORDANCE WITH THE CURRENT CITY 2
ALl SAMITARY LATERALS SHALL HAVE A MINIMUM SLOPE OF 2% UNLESS SHOWN TYPE v CEMENT SHALL BE USED IN ALL OFF—SITE CONCRETE WORK. PRIVATE FIRE HYDRANTS SHALL BE “AIMTED RED. A MINIMUM CF EIGHTEEN INCHES (187) VERTICAL SEPARATION (GUTSIDE 10 STANDARDS, = =
CTHERWISE CONCRETE T BE 7000 F.5.0. MINIMUM @ 28 DAYS. MIX DESIGN TO BE APPROVED OUTSIDE ) MUST BE MAINTAINED WHEN THE WATER UNE 1S INSTALLED QO
8Y THE CITY ENGINEER PRIOR TO USE ON THE PROJECT. 4 FLOW TEST MUST BE WITNESSED BY THE FIRE DEPARTMENT PRIOR TO OVER THE SANITARY OF STORM SEWER UNE. F THE VERTILAL 7. WHEN A PROFOSED STREET LIGHT STANDARD /S LOCATED WITHIN FIVE (5) FEET p
THE USE 0F MATERIAL CONTAINING ASBESTOS SHALL NOT BE PERMITTED. OCCUPANCY FOR VERIFICATION OF REOUIRED ON—SITE WATER SUPPLY. SEPARATION CAMNOT BE MAINTAINED OR THE WATER LINE MUST BE ) OF ARY PROPOSED SIGN SHOWN O THE PLANS 70 BE MOUNTED ON A SIGNPOST, —
g PERMITS ARE PEQUIRED FOR ANY WORK IN THE PUBLIC RIGHT—OF—WAY. THE PLACED UNDER THE SANITARY OF STORM SEWER LINE. THE SANITARY OF STORM THE SIGN SHALL BE MOUNTED ON THE STREET LIGHT STANDARD AND THE -
4Ll UNMDERGROUND UTLTIES Skail BF COMPLETED BEFORE PLACING BASE COURSE CONTRACTOR SHALL SECURE ALL PERMITS AND INSPECTIONS REQUIRED FOR A0 ON—SITE FIRE MAIN MATERIALS MUST 86 UL LSTED AND A W.W.A SEWER UNE MUST BE CONSTRULTED WITH ONE OF THE FOLLOWING OR SIONPOST SHALL BE ELIMINATED.
FOR NEW PAVEMENT CONSTRUC TON UNLESS INSTRUCTED 84 THE OWNER. THIS CONSTRUCTION. 4pP fe@ VED. AS SHOWN Ol THESE  FLANS:
g i TED o DN v i T L 8. ALl PERMANENT TRAFFIC CONTROL DEVICES CAILLED FOR HERECON SHALL BE
I SHALL BE THE :r?gspms‘faf ¢/ OF THE CONTRCTOR TG COORDINATE ALL EXPANSION JOINTS REQUIRED, MAXIMUM EVERY 300" IN EXTRUDED—TYPE FIRE HYDRANT SPACING: A POTABLE WATER SUPPLY QUAUTY MATERIAL. IN PLACE AND N FINAL FOSITION PRIGR TG ALLOWING ANY PUBLIC TRAFFIC >
; >y Jn:_:ry TON, RELOCATIONS AND INSPECTIONS WITH THE CIURE. 8. §f~f:§§EMENT, W !/{f FOUR INCH (4 &{?\QJLRQE (MIPIMUM ). ONTO THE PORTIONS OF THE RQAD(S) BEING IMPROVED HEREUNDER, LLl
= Y COMPANY. RESIDENTIAL — 500 FEET UNSPRINKLERED; 1000 FEET SPRINKLERED. Co SLEEVING WITH POTABLE WATER SUPPLY QUALITY FIPE. REGARDLESS OF THE STATUS OF COMPLETION OF PAVING OR CTHER OFF—SITE =
AC PAVEMENT TC BE ONE—HALF INCH (1/2") ABOVE UP OF ALL GUTTERS AFTER COMMERCIAL, INCLUDING MULTI-FAMIL Y — 300 FEET UNSPRINKLERED: £00 o N . TR IMPROVEMENTS CALLED FOR BY THESE PLANS.
NOTIFY "CAil BEFORE YOU DIG™ (L ; . COMPACTION, EXCEPT AT SIDEWALK RA.*E!F’/S AND CROSS GUTTERS. FEET SPRINKLERED. EACH PROVISION MUST EXTEND ALONG THE SANITARY OR STORM SEWER, S
0022722600 FRIGR TG AN EXCAVATION OR UTILTY REMOVAL AND B R MAT, B MMM el FOOT (10 ) 9. STREET SIGNS AND STOP SIGNS SHALL BE INSTALLED PER CITY STANDARD o
RELOCATION. PROVIDE ADEQUATE TIME BETWEEN rmnﬂm op AND THE CURB AND GLTTER FOUND TO BE UNACCEPTABLE TO THE CITY OF LAS VEGAS WHERE NEW WATER MAINS ARE ExTENDED ALONG STREETS, WHERE DISTANCE PERFENDICULAR 7O THE EXTERIOR OF MAIN. SPECIFICATIONS FOR PLACEMENT OF STREET MAME SIGHS. o =2
ADTUAL WORK. SHALL BE REMOVED AND REPLACED FER STANDARD DRAWING 18 HYDRANTS SHALL BE SPACED AT MAXIMUM ONE—THOUSAND FOOT (1,000°) ‘ . @
A PrALL S . HACE 7 WING 7 g;ACf\}?_} JTOS’;‘R%MDE: FOR T.;ANSPORTA%OJ\«‘ H;LA_RD‘“. 5. WARNING TAPE SHALL E.-E REQUIRED OVER ALL MAINS, Al ‘SU( INCH (£7) 10, THE CONTRACTOR SHALL PROVIDE BARRICADES, SIGNS, FLASHERS, OTHER y E “’R
' . SIDEWALK RAMPS SHALL BF CONSTRUCTED IN EACH QUADRANT OF AN DIAMETER AND LARGER SERVICE LATERALS AND ANY SERVICE LATERAL NOT EQUIPMENT AND FLAG PERSONS NECESSARY T0 INSURE THE SAFETY OF = <T o
e INTERSECTION PER STANDARD DRAWING 235. EXACT LOCATION OF RAMPS MAY MO FIRE HYDRANT SHALL BE LOCATED WITHIN THE PEQUIFED RADILS OF A INSTALLED PERPENDICULAR TO THE MAIN IN ACCORDANCE WITH STANDARD WORKERS AND VISITORS. o &
CLY SEWER NOTES ‘_ BE 4DJUSTED IN THE FIELD BY A CITY INSPECTOR. CUL—DE—SAC OR WITHIN TWENTY FEET (207) OF THE PERMMETER OF THE RADIUS OF PLATE NO. 27 <X < - ™
THE CUL—DE-SAC. . WORK ON © STREETS, ONCE BEGUN, S FEx o) =
. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE 17. CONTRACTOR SHALL PROVIDE ALL NECESSARY HORIZONTAL AND VERTICAL pEmeAc 9. ALL WATER FACIITIES SHALL BE FILLED, DISINFECTED, PRESSURE TESTED, " %Z;ELE{?C{ZU %E/\Casj%fpgodfa[égn%@f b&%ﬁv‘gfiéarpg DTIIQEDA T»ACENT % = -CC
LATEST EDITION OF THE DESIGN AND CONSTRUCTION STARDARDS FOR TRANSITIONS BETWEEN NEW CONSTRUCTION AND EXISTING SURFACES TO NO_FIRE HYDRANT SHALL BE LOCATEC WITHIN SIX FEET (&) OF ANy CURB FLUSHED, FILLED AND AN ACCECTABLE WATER SAMPLE OBTAINED FRIOR TO PROPERTY OWNERS AND 1O THE TRAVELING PUBLIC. ) e
WASTEWATER COLLECTION SVSTEMS AND THE UNIFORM STANDARD PROVIDE FOR FROPER DRAINAGE AND FOR INGRESS AND FGRESS 7O NEW RETURN, DRIVEWAY, POWER POLE. STREET LIGHT OF ANS OTHER GESTRLUCTION. CONNECTION 7O THE LVVWD'S DISTRIBUTION SYSTEM. (b ol S8
SPECIFIZATIONS FIOR PUBLIC SORKS CONSTRUCTION COFF—SITE IMPROVEMENTS, CONSTRUCTION.  THE EXTEMT OF TRAMNSITIONS TO BF AS SHOWH O PLANS, .- . S " e 12, THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTFYING CITIZEMS AREA 2 < i;
TLARK COUNTY AREA. NEVADA, AS AMENDED. 1T WILL BE THE RESPONSIBILTY TWO SOURCES OF SUPPLY ARE REGUIRED WHENEVER THERE ARE 770 (4) OR 1. THE CONTRACTOR MUST UBTAIN ALL METERS TWO! INCHES (27) AND SMALLER TRANSIT {C.A.T.) IF THE CONSTRUCTION INTERRUPTS OF RELGCATES A 8US STOP N % o<
3F THE CONTRACTOR 70 BE Awa™7 IF THE CONTENTS OF THE ABOVE 12, ALL GRAGING WORK SHALL CONFORM TO THE SOILS REPORT AS PREPARED BY MCRE FIRT HYDRANTS INSTALLED ON 4 SINGLE SYSTEM. FROM LVVWD CENTRAL STORES. TELEPHONE 258- 3152 FORTY=EIGHT (48) HOURS OR HAS AN ADVERSE EFFECT ON BUS SERVICE ON THAT STREET TO ARRANGE FOR | || —
SPECIFICA TIONS. THE SOILS ENGINEER APPROVED 8Y THE CiTY ENGINEER, AND 4S5 SHOWN ON PRIOR TO FICK—UP. TEMPORARY RELOCATION OF STOP. - ~ RS
( | ) THESE PLANS NCT MORE THAN TWO (2) HYDRANTS CAN BE QUT OF SERVICE DUE TO A S o ~ hZ o
2. 7 SHALL BE THE CONTRACTOR'S RESPONSIBILITY T0 PERFORM SINGLE MAIN BREAK. 12, CONSTRUCTION MAY INTERRUPT SERVICE. WITH LVVAD 4PPROVAL AND 13, GUARDS SHALL BE OBTAINED BY CONTACTING THE METROPOLITAN POLICE ~jud 3 .7
SONSTRUCTION AS PER PLANS.  ANY ADDITIONS, DELETIONS OR CHANGES SHALL i3 EXACT LOCATION OF ALL SAWCUT LINES MAY BE ADJUSTED OR DETERMINED PROPER NOTIFICATION, BETWEEN THE HOURS OF 10:00 P.M. AND 6:00 A.M. SUNDAY DEPARTMENT SPECIAL EVENTS UNIT (PHONE NO. IS 225-3442) WHO WILL PROVIDE Ll © AU,
FIRST MEET WITH THE 4PPROVAL OF THE CITY ENGINEER. I THE FIELL BY A OITY OF LAS VEGAS ENGINEER IF LOCATION ON PLANS IS NOT FIRE APPARATUS ACCESS ROADS SHALL BE AN UNOBSTRUCTED WIOTH OF THROUCH THURSDAY.  CIRCUMSTANCES THAT MAY REQUIRE TEMPORAR' CFFICERS PROPERLY TRAIMED IN TRAFFIC CONTROL. FEES FOR THE USE OF THESE o ol Tas
SEL ST or G" RES WHERE SEWER OR GAS LATERALS PASS UNDER THE CLEARLY SHOWN, OF EXISTING PAVEMENT CONDITION REQUIRES RELOCATIONS. NOT LESS THAN TWENTY FEET {20°) PROVIDED NO PARKING IS ALLOWED, NOT SERVICE FEED MUST HAVE FRIUR LVVWD APPROVAL. OFFICERS SHALL BF SET UP BY METRO AND WILL BF FAIL Bv THE CONTRACTOR, O . |ouwe”
3 CHISEL 'S™ OF N CURBS WHERE ! 7 UR GAS LATERALS FPASS UNDER TH LESS THAN TWENTY-EIGHT FEET (28 PARALIEL PARKING IS ALLOWED ON ONE THE CONTRACTOR |S RESPONSIBLE FOR ALL ARRANGEMENTS WITH METR o —
CURB. : 14 THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY T0 PROTECT SIOE, AND NOT LESS THAN THIRTY-SiX FEET (367 IF PARALLEL PARKING IS 13 ALL WATER i T GO RLCTION MATERIALS USED MUST BE s H3lb o e oS o e SHENTS W MR cpvsep 090107 d ZesleE sy
- EXISTING PERMANENT SURVE Y MONUMENTS.  ANY MONUMENTS DISTURBED SWED OM BOTH SIDES. VERTICAL CLEARANCE SHALL HNOT BE (£35S THAN ON THE LVVWLU'S PRE-APPROVED MATERIALS AND MANUPACTURERS LISTING FOR =~ M e RIS
4 MEE "E;;WAB‘*%M# E e SHALL BE REPLACED AND ADJUSTED PER AVAILABLE RECORDS IN ACCORDANCE TR TEEN SRES SIX INCHES (13'67). ;EWNZ ACILITIES, LATEST REVISION OR SPECIFICALLY APPROVED ON THESE v o35 (;J -
N B NG AND BACKFILL COF TV WITH N.R.5. STATUTE NO. 525.550. : o o s s Zm I
THE TURMING RADIUS FOR ANY FIRE APPARATUS ACCESS ROAD AND/OR FIRE DEVIATI N FR M TANDARD [ o TR -~
‘ 15, UTIUTY COMPANY METER BOXES, MANHOLE LIDS, VALVE COVERS, ETC, LANE, PUBLIC OR PRIVATE, SHALL B2 NOT LESS THAN FORTY—FIVE FEET (45’ _ 5 <
5. AL MANSOLES PAVED IN STREETS FIGHTY FOOT (80} RIGHT—OF—WAY AND SHAlL BE LOCATED QLT OF DRIVEWAYS, DRIVEWAY APRONS, FLO W,..\;gg AND QUTSIDE RADIUS AND TWENTY— TWO FEET (227} INSIDE RADIUS. SANDHILL FCAD CROSS SECTION IS SUPER ELEVATED TCO ACCOMUDATE THE DRAINAGE o0 = Lo Ing v
LARGER SHALL HAVE CONCRETE COLLARS.  STREETS [ESS THANW EIGHTY FOCT CROSS GUTTERS UNLESS WRITTEN APPROVAL IS GRANTED BY THE UTIJTY SITUATION CREATED BY THE EXISTING HALF STREET COMDITIONS. THE WEW SECTION =z \ P
(80°) RIGHT—OF~WAY WILL REQUIRE RETROFIT If FAVING DUES NOT CONFORM 7O COMPANY AND THE CITY ENGINEER. A FIRE APPARATUS ROAD SHALL BE REQUIRED WHENW AMY PORTION OF AN DOES NOT COMPLY WITH THE CLV STANDARD CROSS SECTION, 8UT DOES MITIGATE —k S —
CITY STANDARDS AT THE MANHOLE. EXTERICR WALL OF THE FIRST STORY S LOCATED MORE THAN ONE—-HUNDRED THE EXISTING DRAINAGE CONDITION PROVIDING POSITIVE DRAINAGE DOWN SANDHILL w—d = =
_ ALL WALLS, NEW OR EXISTING. ARE ONLY SHOWN ON CIVL PLANS FOR THE FIFTY FEET FROM A FIRE DEPARTMENT WEHICLE ACCESS (SEE EXCEPTIONS IN U.FC ROAD. Wl 25
5. TEE SADDLES SHALL BE USED TO CONNECT SEWER LATERALS TO EXISTING PURPOSE (OF REVIEWING GRADING RELATIONSHIPS, FLOCD CONTROL AND SIGHT 94, SECTION 902.2). DOES NOT APPLY o , X Soz
SOUR TO TWELVE MNCH (1277 DIAMETER.  CONNECTIONS 7O FIFTEEN DISTAMCE AT INTERSECTIONS., NEW WALLS REQUIRE BUILDING PERMIT AND SHE STREET [JGHT BASE ALONG SANDHILL RCGAD Wil BE & TUSTOM LSkt
IMCH (157) OR LARGER MAINS SHALL REQUIRE ?PEL:}AL PROCEDURES. I UNE "YT'S SULLDING INSPECTION. 4l DEAD END FIRE APPARATUS 4T CESS ROADS AND,GR FIRE LANES. PUBLIC S’YZL %DA5 /z:rwlp«'“‘/ :"f‘f‘YMODAYF THE PPOf: SEd ‘U"‘\«"/Ef;asl Liufwiri% NTHEM
SHALL 2F USED ON LINES TWELVE INCHES (127) OR ABOVE. OR PRIVATE, IN EXCESS OF ONE—HUNDRED FIFTY FEET (150°) IN LENGTH SHALL BE HALLOW COVER PROVIDLL S PSSR LULVERTS. A DEVIAT 'S
R R LESS TEE 7. ASPHALT MIX DESIGN MUST BE SUBMITTED AND APPROVED BY THE CITY PROVIDED WITH AN APPROVED TURN AROUND AREA.  SEE ORDIMANCE NO. 3944 APPROVED FOR CONSTRUCTION Esuow e SRLURED T HAVING AN APPROXIMATE DEFTH DF CUVER-OSF—llig,
7. MAIN CROSSING OVER & WATER MAIN OR LESS THAN EIGHTEEN ENGINEER PRIOR TO THE FLACEMENT OF ASPHALT WITHIN CITY RIGHT—OF— WAY. ' .
'»’8") UNDEP A WATER MAIN MUST BE REINFORCED CONCRETE ENCASED ACCESS ROADS SHALL 8F MARKED BY PLACING APPROVED SIGNS AT THE ) > ?ETSI:T '“CIV?SEPUEB;‘C gig(;.DEDSACS rog - OWED SUBJECT TO THE SIDEWALK
ENOT LESS TaN TEN FEET (10) TO EACH SIDE OF THE . CONTRACTOR SHALL ADJUST ALL NEW AND EXISTING INLETS, VALVE BOXES, START OF THE DESIGNATED FIRE LANE, ONE SIGN AT THE END OF THE FIRE LANE /-2 -99 J PER APPROVED TM-54-98
THE WATER MAIN. MANHOLE RIMS AND SEWER CLEANOUTS, ETC., TO FINISH GRADE AS APPLCABLE, AND WITH SIGNS AT INTERVALS OF ONE—HUNDRED FEET (1007) ALONG ALL
WHETHER OF NCOT THEY ARE SHOWN ON THE PLANS. DESIGNATED FIRE LANES. SIGNS TO 8E PLACED ON BOTH SIDES OF AN ACCESS LASVEGAS VALLEY WATER DISTRICT DATE
3 RS INSTALLING SEWER MAINS THAT WILL 5F UNDER THE ROAOWAY (F NEEDED TO PREVENT PARKING ON EITHER SIDE. /NS TO BE CONSTRUCTION NOTES
CTHE OITY OF LAS VEGAS MUST BE S

BE STATE OF NEVADA CLASS "A” 19, MATERIALS, HANDUNG AND PLACEMENT COF PORTLAND CEMENT COMCRETE
SHALL BE It A DANCE WITH APPLICABLE SECTIONS OF NEVADA DERT. OF
TRANSFORTATION GR THE CLARK COUNTY AREA SPECIFICATIONS (AS
APPUCABLE) AND THE PLANS AND DETAILS SHOWN HEREOM.

IMSTALLED NG HIGHER THAN TEM FEET {10°) OR LESS THAM S1X FEET (8') FROM
ROADWAY [EVEL. THE CURBS ALONG OR O# THE PAVEMENT ORCONCRETEIF CURE
IS NOT PRESENT, SHALL BE PAINTEL WITH 4 RED WEATHER RESISTANT PAINTIN
ADDITION TO THE SIGNS.

ALL EXISTING UTILTY STRUCTURES WITHIN CONSTRUCTION
AREA SHALL BE ADJUSTED TGO MATCH FIMNISH GRADE.
{LE. WV, BOX, WMH, ANNGDE BOX, FH, TEL, BOX, £7C.)

9. THE CiTy OF LAS VEGAS WL NOT ACCEPT ANY SEWER MAINS WHICH HAVE A
VERTICAL DEFLFECTION OF MORE THAN ONE TENTH (0.1} OF A FOOT FROM THE
APPROVED CONSTRUCTION PLAMS AT ANY LOCATION. SEWER MAINS FOUND TO
EXCEED THIS TOLERANCE WiLL HAVE TGO BE REPAIRED QF FEMOVED AND
REPLACED 7O THE SATISFACTION GF THE CITY ENGINEER PRIOR TG ACCERPTANCE
EY THE CITY OF LAS VEGAS.

PEVISED 09.03.57

ELECTRICALLY CONTROULED ACCESS GATES SHALL BE PROVIDED WITH AN
AD")QU’V'E\J ::MFRGLN' ¥ V’_r*."t F DETECTOR /RECEIVER SYSTEM.  SAID SYSTEM
SHALL BE INSTALLED IN ACCORDANCE WITH THE CiTY OF LAS VEGAS GUIDELINES
FOR AUTOMATIC EMERGENMCY VEHICLE ACCESS GATES.

CLV STREETLIGHT NOTES

411 STREET LIGHTING INSTALLATIONS SHALL BE IN ACCORDANCE WITH THE
STREET LIGHTING FLANS, THE "UNIFORM STANDARD SPECIFICATIONS FOR PUBLIC
WORKS CONSTRUCTION OFF=SITE IMPROVEMENTS, CLARK COUNTY AREA,
NEVADA™, LATEST REVISION, 4ND THE "UNIFORM STANDARD DRAWINGS FOR
PUBLIL WORKS CONSTRUCTION OFF—SITE IMPROVEMENTS, CLARKK COUNTY

AREA, HWEVADA®, LATEST REVISION.

RE Y

REVISED 09-03-97

10, INSTALLATION OF CURVED SEWER REQUIRES SPECIAL CONSTRUCTION
PROCEDURES AND INSPECTIONS.  CONTACT CITY OF LAS VEGAS CONSTRUCTION
SERVICES 74 HOURS PRIOR 7O INSTALLATION.

CLV_GRADING NOTES

é THE EVENT THAT ANY UNFORESEEN CONMDITIONS MOT COVERED BY THESE

BASIS OF BEARINGS

BEING THE SOUTH LNE OF THE SOUTHEASY QUARTER (SE 1/4) GF THE
NORTHEAST QUARTER (NE 1/4) OF SECTION 30, T.205., R6ZE. ., MDM,
CITY OF LAS VEGAS, CLARK COUNTY, NMEVADA. SAID UNE BEARS

N 8953267 E

REVISED

GENERAL CONTRACTOR NOTES

1. ALL WORK SHALL BE PERFD

GENERAL NOTES

RMED IN ACCORDANCE WITH THE FOLLOWING:

N

NQ DEVIATION OF STREET UGHT, PULL BGX, CONDUITS, ETC., LOCATIONS

Washington & Sandhill - Unit 2

. SHALS MITTED T N APPROVA AFFIC /ELECTRICAL A, APPLCABLE SECTIONS OF STATE OF NEVADA, DEPARTMENT OF TRANSPORTATION. STANDARD
e mae DURNG o o , SHALL 8E PERMITTED WITHOUT WRITTEN APPROVAL OF THE TRAFFIC, ﬂ A K . DEPARTH
a{éi | ﬁ,,,ffggg“g’.fﬁgfbr 'ﬂiﬁ&’i{j ;’fffﬂ mmff’? o NJO{;';’EFON FIELD CPERATIONS DIVISION AND THE CITY EMGINEER. ANY DEVIATION FORM SPEQIFICATIONS 4ND STANDARD PLANS; LATEST EDITIONS DEVIATION FRom STALUJDARDS , COMT
UUNERENGINEER SHALL BE IMMEDI TE THE PLAN LOCATION WL REQUIRE COMPUANCE WITH SECTION 623.L0.03(=) OF B, UMNIFORM PLUMBING CODE; UNIFORM BUILDING CODE (LATEST EDITIONS) U Su1SS AVEUUE SKALL HAVE A sou-STAVORRD S& FooT _
E SPEOIFICATIONS o 7 S AND S S EC ] L aor/- 2
iT SHALL SE THE RESPONSIBILTY OF THE CONTRACTOR TO PERFORM ALL THE SPECIFICATIONS. C. THE PROVECT PLANS NOTES AN SPECICATIONS HEREUN. P ARED FOP TS PROECT RADILS KNUCKLE 0 BENC"‘MARK N "
NECESSARY CUTS AND FILLS WITHIN THE UMITS OF THIS PROECT 4ND THE 0. THE L;:tJI\,»*?BN.IpALY.\J\ILC/}:E.fu.“-%-ﬁ- REPORT SFECIFICALLY PREFARED FOR THIS PROJECT. . NORTH AMERICAN VERTICAL DATUM 1988 (NAVDSS) LjL:J P
e S A L A o o e ALL EXISTING STREET UGHTING SHALL REMAIN OPERATIONAL DURING E. ALL APPLCABLE CITY OF LAS VEGAS ORDINANGCES; vy . . RTH AMERICAM VERTICAL DATUM 1988 (WAVDSS, C
FF—S 0 2GS TO CENERAT NESIRED SUBGRADE. FINISI i . i Py - . pEAC =
RELATED PP SITE WORK, 50125 TO CENERATE THE DESIRED SUBCRADE. FIISH CONSTRUCTION. F. THE REGQUIREMENTS OF ALL PERMITS OBTAINED FOR THIS PROJECT 5. MooIFIED 'L CURR To FACILITATE ‘DumbrdCE’ OE316W BM. NO. 14 STATION 2Lv0Z 3056 o
FRAVES ARY SEUTES S ‘ G.  UNIFOPM STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION OF OFF—SITE IMPROVEMENTS, ¢ STREET LIGHTS ON SANOHILL ROAD PER CCSD FOUND RIVET AND SQUARE ALUMINUM PLATE IN TOS OF CURH, IN THE
ONTRACTOR SHALL TAKE FULL RESPONSIBILITY FOR ALL EXCAVATION. 4 AL EMPTY CONDUIT SHALL HAVE PULL STRINGS INSTALLED PRIOR TO FINAL CLARK COUNTY AREA. LATEST ELITION. DRAWING 320A, WITH |15’ ARM. SOUTHWEST CORNER OF SAMDHILL RD. AND HARRIS AVE. s
SN IRAL ‘ il i T INSPECTION. : ' |
SDEQUATE SHORING SHALL BE DESIGNED AND PROVIDED 51 THE CONTRACTOR - - { . e o , , A e ; : en p ’ N |
T PREVENT UNDERMINNG OF ANY ADJACENT FEATURES OF FACIITIES AND /OR NOTE: WHERE CONFLICTS EXIST ,.E,ET,‘?E JANY OF THE ABOVE LISTED SPECIICATIONS OR REQUIREMENTS, THE MOST 7. TnsTA. STREET LIHT 1” INSIDE Bl Ane 5 M. > 3 2 <
CAVING OF THE EXCAVATION ' ' ‘ 5 ANY STRUCTURES SUCH AS BLOCK WALLS, CHAIN LINK FENCES, RETAIMING STRINGENT LSTED SPECIFICATION OR REQUIREMENT SHALL PREVAIL UNLESS SPECIFICALLY APPROVED QPR LANCE Fior DéNEW 3 = S RS
AVING R IRE L XL AVATIUN. WallS, ETC., SHALL LEAVE A MINIMUM CLEARANCE OF EIGHTEEN INCHES (18") TO OTHERWISE. My on LoTs | AvD /3, = o Sy oz
THE CONTRACTOR 15 WARNED THAT 4% EARTHWOREK BALS WAS NOT THE FACE OF THE STREET LIGHTING POLE ON ALL SIDES WHEN STREETLIGHT IS ] _ Beoek 2. a =
NECESSARL Y THE INTENT OF TH1S PP;\’ FCT. ANY ADDITICNAL MATERIAL INSTALLED BEHIND SIDEWALK, AND SHALL AT NO TIME COMPLETELY ENCLOSE 2. CONTRACTOR SHALL SUPPLY ALL EQUIPMENT, LABOR, AND MATERIALS NECESSARY TO PERFORM THE WORK
;:"jg,;f/f SR LEFTONEE MATERIAL FOLL »Lv;m CARTUWERK PR TONS THE STREET UGHTING POLE. SHOWN ON THE PROJECT PLANS AND SPECIFICATIONS IN ACCORDANCE WITH THE OWNER'S REQUIREMENTS. R
~EL faR A FiUH/ER MATE A rJL‘pL > PAN THWI K HFERA DIUIND -
SECOMES THE RESPONSIBILTY JF THE CONTRACTOR. 8. AS-BULT DRAWNGS SHALL BE SUPPLED TO THE ELECTRICAL SERVICES IT SHALL BE THE RESPONSIBIUTY OF THE VARICUS CONTRACTORS TO COORDINATE THEIR WORK SO AS 70 LEGEND 15
| . SECTION PRIOR T0 ANY FREFINAL INSPECTION. THE AS- BUILT DRAWING NEEDS ELMINATE CONFLICTS AND WORK TOWARD THE SUCCESSFUL COMPLETION OF THE ENTIRE PROJECT WITHIN THE 1o
THE GRACDH TRACTOR IS = 1TH T - ! pAL iy oA |
JHE CRADING CONTRACTOR I 7 vW'J I s T BE STAMPED AS—BUILT AND SIGNED BY THE PREPARER SPECIFIED SCHEDULE. DESCRIPTION — YT
POLLUTON PREVENTION PLAN 7. SERVICE POINT SHALL BE CODRDINATED WITH NEVADA POWER COMPANY, £ ALL WORKMANSHIF AND MA T-'DMLJ FUENISHED BY CONTRACTOR SHALL BE OF THE KIND AND QUALITY e %X @
A ANTEAC TR SHALL ERADE Tr THE LINES AND FiEVATIONS SHOWN ON THE AND WHEREVER FOSSIBLE, BE LOCATED NEAR THE CENTER OF THE GIRCUIT. THIS DESCRIBED IN THESE PL. £ FIRST CLASS LGHOUT  NEITHER FINAL ACCEPTANCE NOR FINAL v NE DECOBIE TION KK |
e i e o e -5}?5};’;}? Aﬁfb t};;,c,;{\im&qlmcé? 4D SHALL BE THE CONTRACTOR'S RESPONSIBIITY. PAYMENT BY THE OWNER SHALL RELEVE CONTRACTOR OF RESPONSIBILTY FOR FAULTY MATERIALS OR ELEVATION AND DESCRIF TION - — N -
= ANS ! ", { L OWIN G HUREL L [ AL TOLE? > ) WORFMANSHIP ) - o =
DEGREES (OF COMPACTION, (N THE AREAS INDIC : v . o : - . : =g
DEGREES OF COMPACTION, IN THE AREAS INDICATER 8. (T SHALL BE ASSUMED THAT IN THE ABSENCE OF AN EXISTING, WORKABLE S . e 5 w o > ®
HORIZONTAL VERTICAL COMPACTION CIRCUIT 70 ATTACK O, AL INSTALLATIONS SHALL REQUIRE A N EW SERVICE 5. IN THE EVENT OF ANY C I INFORMATION SHOWN OR AMBIGLITIES IN THE PLANS AND SAMITARY SEWER LNE 18" sS————— 18" §§— — - - o e a - <
Sadhaeiis GOT IO A1 aS INDICATED ON OF THE CIRCUIT. SPECIFICATIONS, OR ANY CONFUCT SETWEEN THE PLANS AND THE INTENT OF A CONSISTENT AND FUNCTIONAL ~ L i oS
PO T AT A INDILATEE O FACILITY, THE CONTRACTOR SHA G OHOTIFY THE OWMER N WRITING, UPON WHICH THME THE OWNER SHALL WATER LiME —W— e e AR R e e = K =< =
e . 1 Te 0 i e AN W OVERHEAD UTILITY THAT MAY CONFLICT WiTH THE RESOLVE THE CONFLICT OR AMBIG BY THE ISSUANCE OF A WRITTEN CHANGE ORDER OR BY RE THE =31 sl I =
Mnf?c,” =T : FOTTE S0T MINIMUM OF 90% GHTING CIRCUITS AND/OR POLES, THESE CONFLICTS PiANS, SPECIFICATIONS OF SOTH.  THE CONTRALTOR SHALL BEAR Fuii DOST AND RESPONSIBILITY FOR WORK CAS LINE — e e g e — e - e
AN DN FLANS 5E7 THE DEVELOPER AND THE UTILTIES INVOLVED AFFECTED BY SUCH UNRESOLVED CONFLICTS OR AMBIGUITIES AND PERFORMED BY THE CONTRACTOR FRICR = ~
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REPRESENTATIVE AND COPIES OF TEST RESULTS WILL EROVIDED

CONTRACTOR SHALL PRONVIDE ADEQUATE QUST CONTROL AT ALL TIMES AND AS REQUIRED BY THE AIR—GQUALITY SLECTRIC LNE FLEr
CFFECTIVE 10, THE JONTRACTOR SHALL FURNISH COMPLETE SERVICE TO TRAMSFORMERS COVERNING AGENCY.
SYSTEMS IF REQIIRED ON PLANS. o T
REVISED (09.03.7 CONTRACTOR SHALL EXERTISE A CESSARY CAUTION TO AVOID DAMAGE TO ANY EXISTING IMPROVEMENTS STREET UGHT X >
- . o AND FACILUTIES WHICH ARE 7C P“M.. i PLACE, AND SHALL BEAR FlULL RESPOMNIIBILTY FOF ANY DAMAGE T
ABL,_ WATER WITHOUT A qpr_"!AL PERMIT FOR BUILDING UR HERETO. ! A :
RPOSES ,Nc‘ G OF BACKFILL OR DUS PE
' WALL NECESSARD 5. EXISTING UMDERGROUND LINES, APFURTENANCES AND FACILITIES WHICH ARE KNOWN TO THE ENGINEER ARE PULL BOX ]
SHOWM FOR INFORMATION ONLY.  COMTRACTOR SHALL EXERCISE AlL MNECESSARY CAUTION TO AVOID DAMAGE
_ ) o e ) - TO ANY EXISTING FACHITIES WHICH ARE TO REMAN IN FLACE WHETHER OR NOT SUCH FASILITIES ARE SHOWN
THE CONTRACTOR SHALL MAINTAIN THE STREETS, SIDEWALKS AND ALL ON THE PLANS, AND SHALL BEAR FULL RESPONSIBILTY FOR ANY DAMAGE THERETD, NO WARRANTY IS GIVEN GATE VALVE /;
AS T THE COMPLETENESS ANGC ACCURACY OF SUCH EXISTING FACILUTIES INFORMATION. -
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NO UNAUTHORIZED CHANGES SHALL BID MADE IN THE FIELD BY THE CONTRACTOR PRICR 7O ARPROVAL BY THE
OWWER AMD THE GOVERMING AGEMNCY AS MAY BE RECUIRED
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